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Federal Acquisition Regulation 47.403–1 

47.403 Guidelines for implementation 
of the Fly America Act. 

This section 47.403 is based on the 
Guidelines for Implementation of the 
Fly America Act (case number B– 
138942), issued by the Comptroller Gen-
eral of the United States on March 31, 
1981. 

47.403–1 Availability and unavail-
ability of U.S.-flag air carrier serv-
ice. 

(a) If a U.S.-flag air carrier cannot 
provide the international air transpor-
tation needed or if the use of U.S.-flag 
air carrier service would not accom-
plish an agency’s mission, foreign-flag 
air carrier service may be deemed nec-
essary. 

(b) U.S.-flag air carrier service is 
considered available even though— 

(1) Comparable or a different kind of 
service can be provided at less cost by 
a foreign-flag air carrier; 

(2) Foreign-flag air carrier service is 
preferred by, or is more convenient for, 
the agency or traveler; or 

(3) Service by a foreign-flag air car-
rier can be paid for in excess foreign 
currency (unless U.S.-flag air carriers 
decline to accept excess or near excess 
foreign currencies for transportation 
payable only out of such monies). 

(c) Except as provided in paragraph 
47.403–1(a), U.S.-flag air carrier service 
shall be used for U.S. Government-fi-
nanced commercial foreign air travel if 
service provided by U.S.-flag air car-
riers is available. In determining avail-
ability of a U.S.-flag air carrier, the 
following scheduling principles shall be 
followed unless their application would 
result in the last or first leg of travel 
to or from the United States being per-
formed by a foreign-flag air carrier: 

(1) U.S.-flag air carrier service avail-
able at point of origin shall be used to 
destination or, in the absence of direct 
or through service, to the farthest 
interchange point on a usually traveled 
route. 

(2) When an origin or interchange 
point is not served by a U.S.-flag air 
carrier, foreign-flag air carrier service 
shall be used only to the nearest inter-
change point on a usually traveled 
route to connect with U.S.-flag air car-
rier service. 

(3) When a U.S.-flag air carrier invol-
untarily reroutes the traveler via a for-
eign-flag air carrier, the foreign-flag 
air carrier may be used notwith-
standing the availability of alternative 
U.S.-flag air carrier service. 

(d) For travel between a gateway air-
port in the United States and a gate-
way airport abroad, passenger service 
by U.S.-flag air carrier shall not be 
considered available if— 

(1) The gateway airport abroad is the 
traveler’s origin or destination airport 
and the use of U.S.-flag air carrier 
service would extend the time in a 
travel status, including delay at origin 
and accelerated arrival at destination, 
by at least 24 hours more than travel 
by a foreign-flag air carrier; or 

(2) The gateway airport abroad is an 
interchange point and the use of U.S.- 
flag air carrier service would require 
the traveler to wait 6 hours or more to 
make connections at that point, or if 
delayed departure from, or accelerated 
arrival at, the gateway airport in the 
United States would extend time in a 
travel status by at least 6 hours more 
than travel by a foreign-flag air car-
rier. 

(e) For travel between two points 
outside the United States, the rules in 
paragraphs 47.403–1(a), (b), and (c) shall 
be applicable, but passenger service by 
a U.S.-flag air carrier shall not be con-
sidered to be reasonably available if— 

(1) Travel by a foreign-flag air carrier 
would eliminate two or more aircraft 
changes en route; 

(2) One of the two points abroad is 
the gateway airport en route to or 
from the United States and the use of 
a U.S.-flag air carrier would extend the 
time in a travel status by at least 6 
hours more than travel by a foreign- 
flag air carrier, including accelerated 
arrival at the overseas destination or 
delayed departure from the overseas 
origin, as well as delay at the gateway 
airport or other interchange point 
abroad; or 

(3) The travel is not part of the trip 
to or from the United States and the 
use of a U.S.-flag air carrier would ex-
tend the time in a travel status by at 
least 6 hours more than travel by a for-
eign-flag air carrier including delay at 
origin, delay en route, and accelerated 
arrival at destination. 
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